ORDINANCE NO.: __2026 - GO FIRST READING _Apeust 20, 202
SECOND READING _wA vED

INTRODUCED BY: _C.\\R1a  PERCER THIRD READING \AAIVED

ORDINANCE APPROVING THE PURCHASE OF A NEW 2026
INTERNATIONAL HV507 SFA TRUCK BASED ON A PROPOSAL
FROM ASCENDANCE TRUCK CENTERS IN YOUNGSTOWN
OHIO FOR THE TOTAL SUM OF $243,444.14, WHICH WAS
SECURED THROUGH SOURCEWELL, OF WHICH JOINT
PURCHASING PROGRAM THE VILLAGE IS A MEMBER
AUTHORIZING THE MAYOR AND FISCAL OFFICER TO
EXECUTE NECESSARY DOCUMENTS FOR SUCH PURCHASE,
AND DECLARING AN EMERGENCY.

WHEREAS, Council desires to purchase a new 2026 International HV507 SFA Truck based
on a proposal from Ascendance Trucks in Youngstown, Ohio for the total sum of $243,444.14, which
was secured through Sourcewell, of which joint purchasing program the Village is a member, for use
by the Village of South Russell Service Department.

NOW THEREFORE BE IT ORDAINED by the Council of the Village of South Russell,
Geauga County, Ohio:

SECTION 1: The purchase of a new 2026 International HV507 SFA Truck based on the
proposal from Ascendance Trucks in Youngstown, Ohio (the “Proposal’), which Proposal is attached
hereto and incorporated herein by reference as Attachment 1, for the total sum of $243,444.14, which
was secured through Sourcewell, of which joint purchasing program the Village is a member, is hereby
approved.

SECTION 2. The Mayor and Fiscal Officer are hereby authorized to execute the necessary
documents, including the Proposal, for the purchase of the aforementioned new 2026 International
HV507 SFA Truck.

SECTION 3. It is hereby found and determined that all formal actions of this Council concerning
and relating to the passage of this Ordinance were adopted in an open meeting of this Council, and that
all deliberations of this Council and of any of its committees on or after December 2, 1975, that resulted
in formal actions, were in meetings open to the public in compliance with all legal requirements,
including Section 121.22, Ohio Revised Code.

SECTION 4. This Ordinance is hereby declared to be an emergency measure necessary for the
immediate preservation of the public peace, health and safety of the Village and for the reason to ensure
the delivery of the truck for use in the upcoming imminent winter season; wherefore, provided it receives
the affirmative vote of at least two-thirds (2/3) of all members elected to Council, this Ordinance shall
be effective in full force and effect immediately upon its passage.



Mayor — Presiding Officer

ATTEST:

ﬁ%m \{29\’\"\01\0\.:3&]'@\..
Fiscal Officer

-m
I certify that Ordinance No. 2026 - (O was duly enacted on the 20 day of
Avcust , 2026, by the Council of the Village of South Russell, and published in accordance

with the Codified Ordinances of the Village.

DN Rirmmenausola:

Fiscal Officer

FISCAL OFFICER’S CERTIFICATION

As the fiscal officer of the Village of South Russell, Ohio, I hereby certify that as of the date of
execution of the within Proposal with Ascendance Trucks and the Village of South Russell, Ohio, the
amount required to satisfy payment under the Proposal has been fully appropriated, or authorized or
directed for such purpose and is in the Treasury, or is in the process of collection and is free from any
obligation or certification now outstanding.

X \Q cn
Danielle Romanowski, Fiscal Officer
Village of South Russell, Ohio
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Prepared For:

South Russell, Village Of

Tim Young

5205 Chillicothe Rd.

Chagrin Falls, OH 44022-4397
(440)338 - 6700

Reference ID: N/A

August 18, 2026

Presented By:

Ascendance Trucks Midwest
Joe Mosca

5751 Cerni Place
Youngstown OH 44515 -
(330)652-9917

Thank you for the opportunity to provide you with the follawing quotation on a new International truck. 1 am sure the following detailed
specification will meet your operational requirements, and I look forward to serving your business needs.

AXLE CONFIG:
APPLICATION:
MISSION:

DIMENSION:
ENGINE, DIESEL:

TRANSMISSION, AUTOMATIC:

CLUTCH:

AXLE, FRONT NON-DRIVING:
AXLE, REAR, SINGLE:

CAB:

TIRE, FRONT:

TIRE, REAR:

SUSPENSION, REAR, SINGLE:

PAINT:

Inventory Vehicle

Model Profile
2026 HV507 SFA (HV507)

4X2
Front Plow with spreader
Requested GVWR: 44000. Calc. GVWR: 41360. Calc. GCWR: 80000
Calc. Start / Grade Ability: 26.22% / 2.92% @ 55 MPH
Calc. Geared Speed: 76.9 MPH
Wheelbase: 160.00, CA: 85.00, Axle to Frame: 61.00
{Cummins L9 350} EPA 2024, 3560HP @ 2200 RPM, 1050 Ib-ft Torque @ 1200 RPM, 2200 RPM
Govemned Speed, 350 Peak HP (Max)
{Allison 3000 RDS} 6th Generation Controls, Close Ratio, 6-Speed with Double Overdrive, with
PTO Provision, Less Retarder, Includes Oll Level Sensor, with 80,000-1b GVW and GCW Max,
On/Off Highway
Omit ltem (Clutch & Control)
{Meritor MFS-18-133A} Wide Track, I-Beam Type, 18,000-Ib Capacity
{Dana Spicer $30-190} Single Reduction, 30,000-b Capacity, W Wheel Ends Gear Ratio: 5.38
Conventional, Day Cab
{2) 315/80R22.5 Load Range L X MULTI Z (MICHELIN), 487 revimile, 75 MPH, All-Position
(4) 11R22.5 Load Range G HDL2 DL ECO PLUS (CONTINENTAL), 491 rev/mile, 75 MPH, Drive
31,000-1b Capacity, Vari-Rate Springs, with 4500-}b Capacity Auxiliary Multileaf Springs
Cab schematic 100WK
Location 1: 2303, Red (Std)
Chassis schematic N/A

1 Proposal: 9518-01
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1CAY

1LMX
1WDS
1WEV
2ARZ

3ADG

4091

4722
4AZA

4EBS
4ETG
4EXU
4GBM
4LAA
4LGA
48PA
4VKC
4VKK

4WBX
4WDM

Inventory Vehicle

Vehicle Spec tions
2026 HV507 SFA (HV507)

Description

Base Chassis, Model HV507 SFA with 160.00 Wheslbase, 85.00 CA, and 61.00
Axle to Frame.

AXLE CONFIGURATION 4x2

MO!6§
: Pricing may change if axle configuration Is changed.

FRAME RAILS Heat Treated Alloy Steel {120,000 PSI Yield); 10.866" x 3.622" x
0.437" (276.0mm x 92.0mm x 11.1mm)}; 456.0" (11582mm) Maximum QAL

BUMPER, FRONT Contoured, Steel, Painted, Heavy Duty
FRAME EXTENSION, FRONT Integral; 20" In Front of Grille
WHEELBASE RANGE 146" (370cm) Through and Including 195" (495¢cm)

AXLE, FRONT NON-DRIVING {Meritor MFS-18-133A} Wide Track, I-Beam Type,
18,000-ib Capacity

SUSPENSION, FRONT, SPRING Parabolic Taper Leaf, Shackle Type, 18,000-1b
Capacity, with Shock Absorbers

BRAKE SYSTEM, AIR Dual System for Straight Truck Applications

Includes

: BRAKE LINES Color and Size Coded Nylon

: DRAIN VALVE Twist-Type

: GAUGE, AIR PRESSURE (2) Air 1 and Air 2 Gauges; Located in Instrument
Cluster

: PARKING BRAKE CONTROL Yellow Knob, Located on Instrument Panel

: PARKING BRAKE VALVE For Truck

: QUICK RELEASE VALVE On Rear Axle for Spring Brake Release: 1 for 4x2, 2
for 6x4

: SPRING BRAKE MODULATOR VALVE R-7 for 4x2, SR-7 with relay valve for
6x4/8x6

DRAIN VALVE {Bendix DV-2} Automatic, with Heater, for Air Tank

AIR BRAKE ABS {Bendix AntiLock Brake System} 4-Channel (4 Sensar/4
Modulator) Full Vehicle Wheel Control System

AIR DRYER {Bendix AD-8} with Heater

BRAKE CHAMBERS, FRONT AXLE {MGM} 24 Sqin

BRAKE CHAMBERS, REAR AXLE {Bendix EverSure} 30/30 Sqin Spring Brake
BRAKE, PARKING Manual Push-Pull Pneumatic Parking Brake

SLACK ADJUSTERS, FRONT {Haldex} Automatic

SLACK ADJUSTERS, REAR {Haldex} Automatic

AIR COMPRESSOR {Cummins} 18.7 CFM

AIR DRYER LOCATION Mounted Inside Left Rail, Back of Cab

AIR TANK LOCATION (2) Mounted Under Battery Box, Outside Right Rail, Back
of Cab, Perpendicular to Rail

DUST SHIELDS, FRONT BRAKE for Air Cam Brakes
DUST SHIELDS, REAR BRAKE for Air Cam Brakes

August 18, 2026

FIR Wt Tot Wt
(lbs) ~ (ibs)
5957/3683 9640
0/0 0
94/294 388
-3/0 -3
144139 105
2171217 0
186/0 186
4410 44
0/0 0

2/0 2

0/0 0
16/12 28
5/0 5

or7 7

110 1
1410 14
0/16 16
0/0 0
12/9 21
-16/23 7
10/0 10
0/10 10

Proposal: 9518-01
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Code
4XCZ

4X0T

5708
5CAW
5PT8
6DGG
7BEV
78LW

TWAZ
7WDM
7WDN
8000

8GHU

8HAB

8HAH

8MSH

8NAA

Inventory Vehicle

Vehicle Specifications
2026 HV507 SFA (HV507)

Description

BRAKES, REAR {Meritor 16.5X7 P} Air S-Cam Type, Cast Spider, Cast Shae,
Double Anchor Pin, Includes Greaseable and Zinc Coated Anchor Pins, Size 16.5"
X 7", 38,000-Ib Capacity per Axle

BRAKES, FRONT {Meritor 16.5X6 Q-PLUS CAST} Air S-Cam Type, Casl Spider,
Fabricated Shoe, Double Anchor Pin, Size 16.5" X 6", 23,000-lb Capacity

STEERING COLUMN Tilting

STEERING WHEEL 4-Spoke; 18" Dia., Black

STEERING GEAR (2) {Sheppard M100/M80} Dual Power
DRIVELINE SYSTEM {Dana Spicer} 1710, for 4x2/6x2
AFTERTREATMENT COVER Steel, Black

EXHAUST SYSTEM Horizontal Aftertreatment System, Frame Mounted Right Side
Under Cab, for Single Vertical Tail Pipe, Frame Mounted Right Side Back of Cab

TAIL PIPE (1) Tumback Type
EXHAUST HEIGHT 10'

MUFFLER/TAIL PIPE GUARD (1) Aluminum
ELECTRICAL SYSTEM 12-Volt, Standard Equipment

Includes

: DATA LINK CONNECTOR For Vehicle Programming and Diagnostics In Cab

: HAZARD SWITCH Push On/Push Off, Laocated on Instrument Panel to Right of
Steering Wheel

: HEADLIGHT DIMMER SWITCH Integral with Turn Signal Lever

: PARKING LIGHT Integral with Front Turn Signal and Rear Tail Light

: STARTER SWITCH Electric, Key Operated

: STOP, TURN, TAIL & B/U LIGHTS Dual, Rear, Combination with Refleclor

: TURN SIGNAL SWITCH Self-Cancelling for Trucks, Manua! Cancelling for
Tractors, with Lane Change Feature

: WINDSHIELD WIPER SWITCH 2-Speed with Wash and Intermittent Feature (5
Pre-Set Delays), Integral with Turn Signal Lever

: WINDSHIELD WIPERS Single Motor, Electric, Cowl Mounted

: WIRING, CHASSIS Color Coded and Continuously Numbered

ALTERNATOR {Delco Remy 28SI} Brush Type, 12 Volt, 200 Amp Capacity, Pad
Mount, with Remote Sense

BODY BUILDER WIRING Back of Day Cab at Left Frame or Under Sleeper,
Extended or Crew Cab at Left Frame; Includes Sealed Connectors for Tail/Amber
Turn/Marker/ Backup/Accessory Power/Ground and Sealed Connector for Stop/
Turn

ELECTRIC TRAILER BRAKE/LIGHTS Accommodation Package to Rear of Frame;
for Combined Trailer Stop, Tail, Turn, Marker Light Circuits; Includes Electric Trailer
Brake Accommodation Package with Cab Connections for Mounting Customer
Installed Electric Brake Unil, Less Trailer Socket

BATTERY SYSTEM {Fleetrite} Maintenance-Free, (4) 12-Volt 2640CCA Total, Top
Threaded Stud

TAIL LIGHT WIRING MODIFIED Includes: Wiring for Standard Lt & Rt Tall Lights;
Separate 8.0' of Extra Cable Wiring for Lt & Rt Body Mounted Tail Lights

August 18, 2026

FIRWt Tot Wt
(Ibs) (Ibs)
0/106 106
33/0 33
1312 16
0/0 0
102/-6 96
6122 28
10/3 13
121/55 176
55 10
14/13 27
8/8 16

0/0 0
-1/0 -1
210 2
0/2 2
41/65 106
0/2 2

Proposal: 9518-01
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Code
8REA

8RMV
8RPP
8RPU
8THB
8THJ

8VAY
8vuJ

swBw
8WGL

8WGU
8WPH

8WPZ

8WRB

awwJ
8WXB

8WXG

8wzp

8XAH

8XGT
8XHD

8XHN
8XKC

8XKG

Inventory Vehicle

Vehicle Specifications
2026 HV507 SFA (HV507)

Description

2-WAY RADIO Wiring Effects; Wiring with 20 Amp Fuse Protaction, Includes
Ignition Wire with 5 Amp Fuse, Wire Ends Heat Shrink and 10’ Coil Taped to Base
Harness

SPEAKERS (2) 6.5" Dual Cone Mounted in Doors

ANTENNA Shark Fin, Roof Mounted

RADIO AM/FM/WB/SiriusXM/Clock/Bluetooth/USB Input/Auxillary input
BACK-UP ALARM Electric, 102 dBA

AUXILIARY HARNESS 3.0' for Auxiliary Front Head Lights and Turn Signals for
Front Plow Applications

HORN, ELECTRIC Disc Style

BATTERY BOX Steel, with Plastic Cover, 18" Wide, 2-4 Battery Capacity, Mounted
Right Side Back of Cab

JUMP START STUD 12V, Remote Mounled

WINDSHIELD WIPER SPD CONTROL Force Wipers to Slowest Intermittent Speed
When Park Brake Set and Wipers Left on for a Predetermined Time

BATTERY BOX COVER Aluminum

CLEARANCE/MARKER LIGHTS (5) {Truck Lite} Amber LED Lights, Flush
Mounted on Cab or Sunshade

TEST EXTERIOR LIGHTS Pre-Trip Inspection will Cycle all Exterior Lamps Except
Back-up Lights

HEADLIGHTS ON WWIPERS Headlights Will Automatically Turn On if Windshield
Wipers are Turned On

INDICATOR, LOW COOLANT LEVEL with Audible Alarm

HEADLIGHT WARNING BUZZER Sounds When Head Light Switch is on and
Ignition Switch is in "Off" Position

STARTING MOTOR {Mitsubishi Electric Automotive America 105P} 12-Voll, with
Soft-Start

INDICATOR, BATTERY WARNING Green BATTERY ON Indicator, Mounted on
Left Side of Instrument Pansl, To be Used with Factory Installed or Customer
Mounted Baltery Disconnect Switch

CIRCUIT BREAKERS Manual-Reset (Main Panel) SAE Type Il with Trip
Indicators, Replaces All Fuses

TURN SIGNALS, FRONT Includes LED Side Turn Lights Mounted on Fender

BATTERY DISCONNECT SWITCH 300 Amp, Disconnects Charging Circuits,
Locks with Padlock, Cab Mounted

HORN, AIR Single Trumpet, Black, with Lanyard Pull Cord

HEADLIGHTS Halogen, with Daytime Running Lights, Automatic Twilight
Controlled

DOME LIGHT, CAB with Red Reading Lights

August 18, 2026

FIR Wt Tot Wt

(Ibs)  (Ibs)
20 2
0/0 \
1/0 1
3/0 3
0/3 3
210 2
0/0 0

-35/12 -23
210 2
0/0 0
3/4 7
0/0 0
0/0 0
0/0 0
0/0 0
0/0 0
9 10
1/0 1
0/0 0
0/0 0
210 2
310 3
0/0 0
0/0 0

Proposal: 9518-01
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8XPK

8XPN
9585
9AAB
9AAE
9HBM
9wWBC
10028

10060

10761

10AGB
10BAE
10JPA
10SLV
10UAV

10WCY
10XAN
10XAP
11001
12703

12851

12EYY

12THT

Inventory Vehicle

chicle Specifications
2026 HV507 SFA (HV507)

Description

CONNECTOR, DASH, CENTER PANEL Cab Wiring for TMC RP1226 Vehicle
Accessory Connector; Includes 14-pin Connector with Switched Power, Battery
Power, Ignition Power, Ground & Body 250K Datalink, Connector Located Behind
Instrument Panel Center Console

POWER SOURCE, ADDITIONAL Auxiliary Power Outlet (APO) with USB-A Port
and USB-C Port, Located in the Inslrument Panel

USB PORT One USB-A Port and One USB-C Port, Located in Instrument Panel
FENDER EXTENSIONS Rubber

LOGOS EXTERIOR Model Badges

LOGOS EXTERIOR, ENGINE Badges

GRILLE Stationary, Chrome

FRONT END Tilting, Fiberglass, with Three Piece Construction, for WorkStar/HV

CHASSIS COATING Exireme Corrosion Resistant Galvanized and Painted Finish,
for Single Frame Rails

PAINT SCHEMATIC, PT-1 Single Color, Design 100

Includes
: PAINT SCHEMATIC ID LETTERS "WK"

PAINT TYPE Base Coat/Clear Coat, 1-2 Tone

CONNECTED PLATFORM Includes Connectivity Module and Five Year Data Plan
LABEL, DEF "DEF ONLY"

CUSTOMER IDENTITY for Sourcewell

PROMOTIONAL PACKAGE Government Silver Package

VEHICLE REGISTRATION IDENTITY ID for Non-CARB Omnibus and/or Non-ACT
Adopting State or Exempt Vehicle. Not for use an vehicles registering in CA.
Contains non-mitigated legacy engine & cannot be registered in CA unless exempt.
You may be held liable under stale law for failure to properly register vehicle.

Notes
: CANNOT BE REGISTERED IN CA. For vehicles that will be registered in States

other than CA.

SAFETY TRIANGLES

FIRE EXTINGUISHER 5lb Class ABC

FIRE EXTINGUISHER BRACKET Mounted Left Side Driver Seat
CLUTCH Omit Item (Clutch & Control)

ANTI-FREEZE Red, Extended Life Coolant; To -40 Degrees F/ -40 Degrees G,
Freeze Protection

PTO EFFECTS, ENGINE FRONT Less PTO Unit, Includes Adapter Plate on
Engine Front Mounted

ENGINE, DIESEL {Cummins L9 350} EPA 2024, 350HP @ 2200 RPM, 1050 Ib-ft
Torque @ 1200 RPM, 2200 RPM Governed Speed, 350 Peak HP (Max)

FAN DRIVE {Horton Drivemaster} Two-Speed Type, Direct Drive, with Residual
Torque Device for Disengaged Fan Speed

August 18, 2026

FIR Wt Tot Wt
(Ibs) (Ibs)
3/0 3
0/0 0
0/0 0
6/0 6
0/0 0
0/0 0
0/0 0
0/0 0
0/0 0
0/0 0
0/0 0
1/0 1
0/0 0
0/0 0
0/0 0
0/0 0
6/0 6
713 10
1/0 1
0/0 0
0/0 0
10/0 10
526/38 564
0/0 0

Proposal: 9518-01
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12UWZ

12VAG
12VKC

12VXT

12WCG

12WUL

12WVH

12WZJ

12W2Y

12XBM

13BCS

13WDZ

13WET

13WGH
13wWLP
13wWuC

13WWV

13XAA

Inventory Vehicle

Vehicle Specifications
2026 HV507 SFA (HV507)
Description
Includes
: FAN Nylon

RADIATOR Aluminum, Cross Flow, Front to Back System, 1228 Sqin, with 1167
Sqin Charge Air Caoler, Includes In-Tank Oil Cooler

Includes

: DEAERATION SYSTEM with Surge Tank

: HOSE CLAMPS, RADIATOR HOSES Gates Shrink Band Type; Thermoplastic
Coolant Hose Clamps

: RADIATOR HOSES Premium, Rubber

AIR CLEANER Single Element, with Integral Snow Valve and In-Cab Control

EMISSION, CALENDAR YEAR {Cummins L9} EPA, OBD and GHG Certified for
Calendar Year 2025

THROTTLE, HAND CONTROL Engine Speed Control; Electronic, Stationary,
Variable Speed; Mounted on Steering Wheel

HOSE CLAMPS, RADIATOR HOSES {R.G. Ray Minl Flex Seal} Coll Spring/'T"-
Bolt Conslant Torque Type, for Radiator Hoses over 1" |.D.

BLOCK HEATER, ENGINE {Phillips} 120V/1000W, with "Y" Cord for Dealer
Installed 120V/300W Oif Pan Heater

Includes
: BLOCK HEATER SOCKET Receptacle Type; Mounted below Drivers Door

EPA IDLE COMPLIANGCE Low NOx ldle Engine, Complies with EPA Clean Air
Regulations; includes "Certified Clean Idle” Decal on Door

CARB IDLE COMPLIANCE Low NOx Idle Engine, Complies with California Clean
Air Regulations; Includes “Certified Clean Idle” Decal located on Driver Door

CARB EMISSION WARR COMPLIANCE for Cummins L9 Engines

ENGINE CONTROL, REMOTE MOUNTED Provision for; Includes Wiring for Bady
Builder Installation of PTO Controls and Starter Lockout, with Ignition Switch
Control, for Cummins B6.7 and L9 Engines

TRANSMISSION, AUTOMATIC {Allison 3000 RDS} 6th Generation Controls,
Close Ratio, 6-Speed with Double Overdrive, with PTO Provision, Less Retarder,
Includes Oil Level Sensor, with 80,000-lb GVW and GCW Max, On/Off Highway

SHIFT CONTROL PARAMETERS {Allison} 3000 or 4000 Series Transmissions,
S1 Performance in Primary and Fixed Programming in Secondary

TRANSMISSION SHIFT CONTROL Column Mounted Stalk Shifter, Not for Use
with Allison 1000 & 2000 Series Transmission

TRANSMISSION DIPSTICK Retocated to Right Side of Transmission
TRANSMISSION OIL Synthetic; 29 thru 42 Pints

ALLISON SPARE INPUT/QUTPUT for Rugged Duty Series (RDS) and Regional
Haul Series (RHS), General Purpose Trucks, Construction, Package Number 223

NEUTRAL AT STOP Allison Transmission Shifts to Neutral When Service Brake is
Depressed and Vehicle is at Stop; Remains in Neutral Until Service Brake is
Released

PTO CONTROL, DASH MOUNTED For Customer Provided PTO,; Includes Switch,
Electric/Air Solenaid, Piping and Wiring

August 18, 2026

FIR W
(Ibs)

24/-6

210
0/0

0/0

0/0

310

0/0

0/0

0/0

0/0

197/86

0/0

1/0

110
0/0
0/0

0/0

5/0

Tot Wt
(Ibs)

18

283

Proposal: 9518-01
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Cade

13XAL
14AHH

14SAL

14WMH
16924
16LNS

168GG

15WDG
16030
16ATC

16BAM
16GED

16GHU
16HCS

16HHE

16HHT
16HKA

16HLX

164NT

16RPV

Inventory Vehicle

Vehicle Specifications
2026 HV507 SFA (HV507)

Description
PTO LOCATION Customer intends to Install PTO at Left Side of Transrission

AXLE, REAR, SINGLE {Dana Spicer S30-190} Single Reduction, 30,000-Ib
Capacity, W Wheel Ends . Gear Ratlo: 5.38

SUSPENSION, REAR, SINGLE 31,000-b Capacity, Vari-Rate Springs, with 4500-
Ib Capacity Auxiliary Multileaf Springs

AXLE, REAR, LUBE {EmGard FE-75W-80} Synthetlic Oil; 40 thru 49.99 Pints
FUEL TANK STRAPS Bright Finish Stainless Steel

FUEL/WATER SEPARATOR {Racor 400 Series} 12 VDG Eleclric Heater, Includes
Pre-Heater, with Primer Pump, Includes Water-in-Fuel Sensor, Mounted on Engine

FUEL TANK Top Draw, Non-Polished Aluminum, D-Style, 19" Tank Depth, 70 US
Gal (265L.), Mounted Left Side, Under Cab

DEF TANK 7 US Gal (26L) Capacity, Frame Mounted Outside Left Rail, Under Cab
CAB Conventional, Day Cab

AUTOMATIC CLIMATE CONTROL Automatically Maintains Cabin Comfort Based
on Selected Temperature

AIR CONDITIONER with Integral Heater and Defroster
GAUGE CLUSTER Base Level; English with English Electronic Speedometer

Includes
: GAUGE CLUSTER DISPLAY: Base Level (3" Monochromatic Display), Premium

Level (5° LCD Color Display); Odometer, Voltmeter, Diagnostic Messages, Gear
Indicator, Trip Odometer, Total Engine Hours, Trip Hours, MPG, Distance to Empty/
Refill for

: GAUGE CLUSTER Speedometer, Tachometer, Engine Coolant Temp, Fuel
Gauge, DEF Gauge, Oil Pressure Gauge, Primary and Secondary Air Pressure

: WARNING SYSTEM Low Fuel, Low DEF, Low Cil Pressure, High Engine Coofant
Temp, Low Battery Voltage (Visual and Audible), Low Air Pressure (Primary and
Secondary)

GRAB HANDLE, CAB INTERIOR (2) Safety Yellow

GAUGE, TEMPERATURE, AMBIENT Sensor Wiring with Display Unit Mounted in
Cluster

GAUGE, AIR CLEANER RESTRICTION {Filter-Minder} Mounted in Instrument
Panel

AMMETER 150 Amp

IP CLUSTER DISPLAY Omit Display of Fault Codes in Instrument Cluster and
Disable Blink Codes, Requires Service Tool to Retrisve and View Fault Code

GAUGE, VOLTMETER Auxiliary Gauge, Located in Center Panel. Standard
Cluster Also Includes Digital Voltage Readout

SEAT, DRIVER {National 2000} Air Suspension, High Back with Integral Headrest,
Vinyl, Isolator, 1 Chamber Lumbar, with 2 Position Front Cushion Adjust, -3 to +14
Degree Angle Back Adjust

SEAT, PASSENGER {National 2000} Air Suspension, High Back with Integra!
Headrest, Vinyl, Isolated, 1 Chamber Lumbar, 2 Position Front Cushion
Adjustment, -3 to +14 Degree Back Adjust

August 18, 2028

EIR Wt Tot Wt

(bs) (lbs)
0/0 0
0/358 358
0207 207
0/0 0
0/0 0
05 5
611 17
0/0 0
0/0 0
0/0 0
0/0 0
0/0 0
010 0
0/0 0
210 2
110 1
0/0 0
0/0 0
010 0
0/0 0

Proposal: 9518-01



€ INTERNATIONAL

Code
16SJX

16SNU

16SNX
16VBS

16VCC
16VKB

16VLV

16wayY
16WBZ
16WEE
16WHJ
16WJU

16WLS

16WSK
16XCW
16XJN
16XTK

16XWJ
16XXC
16ZPH
27DUR

28DWR

29PAL

Inventory Vehicle

Vehicle Specifications
2026 HV507 SFA (HV507)

Dascription

MIRROR, CONVEX, HOOD MOUNTED {Lang Mekra} (2) Right and Left Sides,
Bright, Heated, 7.5" Sq.

MIRRORS (2) Aero Pedestal, Power Adjust, Heated, Bright Heads, Biack Arms,
6.5" x 14" Flat Glass, Includes 6.5" x 6" Convex Mirrors, for 102" Load Width

Notes
: Mirror Dimenslons are Rounded to the Nearest 0.5"

MIRROR, CONVEX, LOOK DOWN Right Side, Bright, 6" x 10.5"

CONSOLE, CENTER Polypropylens, with One Coin Holder, One Cup Holder and
One Thermos Holder, with Laptop PC or Clipboard Storage, Includes small Storage
Area

SEAT BELT All Orange; 1t0 3
CAB INTERIOR TRIM Classic, for Day Cab

Includes
: CONSOLE, OVERHEAD Molded Plastic with Dual Storage Pockels, Retainer

Nets and CB Radio Pocket; Localed Above Driver and Passenger

: DOME LIGHT, CAB Door Activated and Push On-Off at Light Lens, Timed Theater
Dimming, Integral to Overhead Console, Center Mounted

: SUN VISOR (2) Padded Vinyl; 2 Moveable (Front-to-Side) Primary Visors, Driver
Side with Toll Ticket Strap

MONITOR, TIRE PRESSURE Omit

ARM REST, RIGHT, DRIVER SEAT

ARM REST, LEFT, PASSENGER SEAT

CAB SOUND INSULATION Includes Dash Insulator and Engine Cover Insulator
HOSE CLAMPS, HEATER HOSE {Breeze} Belleville Washer Type

WINDOW, POWER (2) and Power Door Locks, Left and Right Doors, Includes
Express Down Feature

FRESH AIR FILTER Attached to Air Intake Cover on Cowl Tray in Front of
Windshield Under Hood

CAB REAR SUSPENSION Air Bag Type
CAB, INTERIOR TRIM, CLOSEQUT Under IP, Driver Side
INSTRUMENT PANEL Flat Pane!

ACCESS, CAB Bright Aluminum, Driver & Passenger Sides, Two Steps per Door,
for use with Day Cab or Extended Cab

WINDSHIELD WIPER BLADES Winter Type
COWL TRAY LID
FLOOR, COATING LINE-X, Applied to Interior Cab Floor

WHEELS, FRONT {Accuride 41730} DISC; 22.5x9.00 Rims, Standard Polish
Aluminum, 10-Slud, 285.75mm BC, Hub-Piloted, Flanged Nut, with Steel Hubs

WHEELS, REAR {Accuride 43644} DUAL DISC; 22.5x8.25 Rims, Standard Polish
Aluminum, 10-Stud, 285.75mm BC, Hub-Piloted, Flanged Nut, with Steel Hubs

PAINT IDENTITY, REAR WHEELS Omit Paint on Rear Disc Wheels

August 18, 2026

E/RWt Tot Wt
(Ibs) (Ibs)
9/0 9
207 9
3/0 3
12/0 12
0/0 0
0/0 0
-9/-2 -11
3/0 3
3/0 3
1210 12
0/0 0
0/0 0
0/0 0
0/0 0
0/0 0
0/0 0
-13/-3 -16
210 2
714 11
713 10
-28/0 -28
0/-136  -136
0/0 0

Proposal: 9518-01
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Code

60AAG

7372135425

7652543288

40128

40NSG

Vehicle Specifications
2026 HV507 SFA (HV507)

Description

BDY INTG, REMOTE POWER MODULE Mounted Inside Cab Behind Driver Seat,
Up to 6 Outputs & 6 Inputs, Max 20 amp per Channel, Max 80 amp Total; Includes
1 Switch Pack with Latched Switches

{4) TIRE, REAR 11R22.5 Load Range G HDL2 DL ECO PLUS (CONTINENTAL),
491 revimile, 75 MPH, Drive

(2) TIRE, FRONT 315/80R22.5 Load Range L X MULTI Z (MICHELIN), 487 rev/
mile, 75 MPH, All-Position

Services Section:

WARRANTY Standard for HV507/HV509, HV50B, HV607/HV609 Models,
Effective with Vehicles Built July 1, 2017 or Later, CTS-2025A

CARB COMPANION PLAN for CARB B6.7 and L9 Engines

Total Component Weight:

Stainless body with plow & auger
Total Body Allied:

August 18, 2026

EIRWt Yot Wt

(bs) ~ (bs)
0/0 0
0/28 28
4000 40
0/0 0
0/0 0
7882/4688 12570
(lbs)  (ibs)
0/0 0
0/0 0
(bs)  (lbs)

The weight calculations included in this proposal are an estimate of future vehicle weight. The actual weight as manufactured may be
different from the estimated weight. Navistar, Inc. shall not be liable for any consequences resulting from any differences between the
estimaled weight of a vehicle and the actual weight.

Inventory Vehicle

Proposal: 9518-01



4 INTERNATIONAL Financial Summary August 18, 2026

2026 HV507 SFA (HV507)
(US DOLLAR)
Description Price
Net Sales Price: $243,444.14

International Motors, LLC is pleased to provide you with this proposal compliant wilh all terms of the Sourcewell Vehicles and
Chassis Contract #032824-NVS awarded to Navistar, Inc now Internatiorial Motors, LLC for new International truck(s).

Approved by Seller: \ } Accepted by Purchaser:

New Truge Sales 8/i8 /3036 TLLAGE oF Souri Russeu

Wi 2 Boror—

Authorized Signature and Date

This proposal is not binding upon the seller without
Seller's Authorized Signature

M sy 20

Official Title ad Date

If you haven't added a planned maintenance service contract to your proposal yet, please get in touch with your local
dealer, International or IC Bus Sales Representative to learn more about the benefits when ordering together with the
vehicle.

International® Financial offers loans, a full line up of lease options, and can establish a line of credit for use towards
the purchase of International and IC Bus vehicles. Ask your dealer, International® or IC Bus® Sales Representative
about completing an International Financial credit application and any promotional offers that may be avallable.
International Financial services are provided by Navistar Financlal Corporation.

The TOPS FET Calculation is an estimate for reference purposes only. The seller Is responsible for calculating and
reporting/paying appropriate FET to the IRS.

The limited warranties applicable to the vehicles described here in are International Motors, LLC* standard printed
warranties which are incorporated herein by reference and to which you have been provided a copy and hereby agree
to their terms and conditions.

International Motors, LLC d/b/a International Motors USA LLC in llilinois and Ohio.

Inventory Vehicle 10 Proposal: 9518-01



4» INTERNATIONAL

International Motors, LLCs pleased to provide you with this proposal compliant with all terms of the Sourcewell Vehicles
and Chassls Contract #032824-NVS awarded fromerly to Navistar, Inc now International Motors, LLC for new International
truck(s). If you have any questions regarding enroliment in Sourcewell or detalled contract terms and conditions, please

see your Jocal International Dealer sales representative.

PROPOSAL PREPARED FOR: PROPOSAL PREPARED BY:
Sourcewell Member:  |Village of South Russel) Ascendance Trucks Midwest
Contact: Tim Young loe Mosca
Address: 5205 Chillicothe Rd 5751 Cerni P
City/State/Zip: South Rusell, OH 44022 Youngs , OH 44515
|Phone: 330-221-1380 330-978-6020
Emoll: streets @southrussell.com sscendancetiucks com
Proposal Number 9518
Date 8/17/2026
Quantity of this Specification 1
Single Sourcewell Transaction Total Volume 1
Chassls
New 2026 International HY507 4x2 Chassis s 166,916.00
Base Chassis List $ 119,306.00
Options Ust $ 47,610.00
Saurcewell Contract Discount 30.1%| $ {50,311.86)
Volume Incentive S .
Tarriffs or Raw Materlals Increase $ 2,000.00
Net Sourcewell Chassis Price $  118,604.14
Sourcewell Partner Body
Buyers Stainless 9' Body with V box & 10°J Plow & Stainless Auger $ 117,500.00
5 -
Handling Fee 4.00%| § 4,700.00
Non-Sourcewell Dealer Supplied Body
$ ¥
$ .
Handling Fee 5.00%| $ -
Additlonal Post Build Work
PDI 5 800.00
$ -
$ -
Handling Fee 5.00%| § 40.00
Service Contracts
s =
$ -
$ N
Service Contracts (Bundle) w/40% Discount
$ -
S =
Additional Frelght
S -
$ -
Additlonal Floorplan
BMI 45 days + Raw Material $ 1,800.00
$ &
Additional Fees & Taxes
$ F
$ i
| Final Sourcewell Per Vehicle Price FOB $ 24344414
Final Sourcewell Total Vehicle{s) Price $§ 24344414
Additional Sourcewell Qualified Content
Silver Package Award $1,200
Terms:
Stock unit In dealer's inventory, deater will accept a finaf purchase order using the current
Sourcewell pricing quoted above,
Dealer placing a new orders for the Sourcewell Member, the purchase order cannot be
firmed up until the unit is slotted to build with a firm build date or lineset.
Once a firm bulld date has been established, dealer will provide the Sourcewell Member
approved pricing and a final purchase order can be accepted with firm pricing,
Dealer cannot guarantee bodles and/or equipment pricing added to the chassls for a
turnkey sale untii chassis is lineset.

Sourcewell Bt

[~
-

Awarded Contract

Contract # 032824-NVS




